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{ } 1. SPECIFICATION.
10(3)A 125 /250 VAC
1.1 Ratings 25T125 1E4 50-60Hz IP40
Ne} Q Temperature 10GPA 125 /250 VAC 1/ 2hp 250VAC
S| : B Electronical Life 25T125 1E4 S0-60Hz 1P40
4A 30 VDC 25T125 1E4 1P40
1.2 Contact resistance 50 mQ Max
— —] 1.3 Insulation resistance 100 MQ Min
2.5 ‘ 1.4 Dielectric withstanding voltage | AC 1000V / 1500V
0.6 % 316 1.5 Operating force 2.5 N Max
— 7 1.6 Operating Position 84+ 04 mm
Sk 20 e 2. MATERIAL.
8.8 7.3 - 6.4 - 2.1 NC Terminal Brass , Ag Plated
19.8 2.2 CASE PBT, Black
N 2.3 NO Terminal Brass , Ag Plated
*i‘%ﬂﬁﬁ i 2.4 Cover PBT, Black
Plunger position 2.5 Terminal Brass . Ag Plated
[ ﬁ } — 2.6 Plunger PPS
o T C T o 2.7 Pull spring Stainless
2.8 Moving piece Tin Brass
|| 10 2.9 Contact point Ag Plated over Nickel
e 3 2.10 Contact point Ag Plated over Nickel
L 16.1 3. SAFETY AUTHENTICATION.
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